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Overview
The TaHoma Shades module provides Total Control users with two-way control of
shades connected via the TaHoma Beecon. Shades are controlled directly from within
the module with two-way feedback.

The TaHoma Shades module also provides support of TaHoma lighting device via
macro integration (Two-way Module Commands) and Automation Events (Device Events).

Supported Models
This module only functions with the TaHoma Beecon. For more information on the
TaHoma Beecon, please click here.

URC Compatibility
This module is compatible with any Total Control 2.0 or Flex 2.0 system.

Requirements

• TaHoma Beecon must be configured and fully functional prior to
integration with Total Control.

• Configure the TaHoma Beecon to a DHCP reservation on the local router,
this assures that the device maintains the same IP address.

General Information

Module

Developer

Communication

Category

Module Type

Multiple Module Support

URC Compatibility

Device Events

Two-way Module Commands

: TaHoma Shades

: URC

: IP

: Windows Shade

: Core / Interface

: Yes

: TC 2.0 & Flex 2.0

: Yes

: Yes

https://support.screeninnovations.com/connectivity/tahoma/
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Downloading & Importing the Module
Download the TaHoma Shades Shades two-way module from the URC Dealer Portal:

https://urcportal.com/Main/ProductR/?ilevel1=7&ilevel2=&ilevel3=&rbox=r10

Once the module has been downloaded, perform the following:

1. Select the File tab.

2. Select Import TCM Files. 3. Locate the “.tcm2” file and select Open.

1

2

3

https://urcportal.com/Main/ProductR/?ilevel1=7&ilevel2=&ilevel3=&rbox=r10
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4. Select Import.

5. If applicable, save any work and restart the software.

4
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Adding & Configuring the Module
The TaHoma Shades module can be added to any new or pre-exisiting system.

Adding the [Core] Module
Add a [Core] module for every physical TaHoma Beecon device that exists in
the home or business. Typically only one (1) [Core] module is required.

1. Select Step 4: Add Other Devices.

2. Perform the following:

a. Select Room: Choose a room to add the module (i.e. Core).

b. Select Database:My

c. Select Module Type: IP Database

d. Select Category:Window Shades

e. Select Brand: TaHoma

f. Select Model: BEECON [Core]

g. Double-click or select Add Selected Modules.

1
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[Core] modules do not display on any interface.
URC recommends creating a room labeled
“Core”, hiding it, and placing all [Core] modules
there for organizational purposes.

C
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Adding the [Interface] Module
With a [Core] added, the [Interface] module must be added to a room/zone.

Add an [Interface] module to every room/zone that physically contains TaHoma
shades or requires access for control.

3. Perform the following:

a. Select Room: Choose a room (i.e. Master Bedroom) in the system
that requires access.

b. Select Database:My

c. Select Module Type: IP Database

d. Select Category:Window Shades

e. Select Brand: TaHoma

f. Select Model: SHADES [Interface]

g. Double-click or select Add Selected Modules

h. Enter a custom name, this label becomes the button name on the
user interface.

i. Select OK.

H
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4. Select Step 6: Network Setup.

5. Select Non URC Device.

6. Enter the IP address of the Beecon device, this must be configured on
the networking using a DHCP/MAC reservation within the local router.

4

5

6
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7. Select Step 10: Edit User Interfaces.

8. Select Accelerate!

7

8

By default, access to this button is placed within
theMain Menu.

Move this button by dragging-n-dropping it into
the desired location such as the Settings sub-menu.

Keep in mind, if the system is Accelerated with
the ERASE option, this button returns to its
original position in the Settings sub-menu.



8

Total Control 2.0 TaHoma Shades
Integration Guide

9. Select Step 12: Macro Editing.

10. Select Accelerate!

11. Download the configuration to the system.

The TaHoma Shades shades module has been successfully added to the Total
Control system. There are additional steps to complete the integration process;
however, these steps are performed from the user interface.

9
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Initializing the Module
Before the TaHoma module can be used for control or macro integration, it must first be
initialized from any user interface within the system.

Perform the following steps from within

1. Navigate to the room/area (i.e. Master Bedroom) where the Shades
[Interface] module was placed (page 5).

2. Select the Shades button on theMain Menu, this is the default location.

3. Keep this screen opened on the user interface, if the device’s screen goes to
sleep, simply wake the device and the page remains on the screen.

1

2
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4. Open the TaHoma mobile app (iOS and/or Android) and click on the Options
button [“...”].

5. Select the Setting button.

6. Click on Third Party Integration.

4

5

6
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7. Select the URC logo.

8. Click on Enable / Refresh Integrations.

7

8

Integration Report: Contains the ID value
of each TaHoma device that has been
installed using the Beecon. These IDs must
be used in two-way module commands
and/or supported Device Events.
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9

9. Return to the Total Control system user interface [page 9] and select
Confirm URC Integration.

This stepMUST be performed after clicking on the Enable / Refresh
Integrations button on the previous page.

Once the module has been confirmed, the TaHoma module is displayed on
the user interface. The module can be used for control and tilt of TaHoma
Shades as well as control of TaHoma light via macro integration.
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Two-way Module Commands
Two-way module commands are special one-way functions that are derived from the
two-way module and the only way to send discrete commands to the TaHoma
Shades module.

Below are the available two-way module commands:

• Shade : Move Basic: Using the Device ID(s) of the desired shades, this adds a
command to any macro that moves the shades up, down, or stop. Multiple
Device IDs can be entered, use a comma (,) to separate Device IDs.

• Shade : Move to Percentage: Using the Device ID(s) of the desired shades,
this adds a command to any macro that moves the shades to the entered
percentage (0-100) [0 = Shades Open & 100 = Shades Closed].

• Shade : Move To My: Adds a command to any custom macro that moves the
entered shades device (using the Device ID) to the preset “My” position as
configured in the TaHoma mobile app.

• Shade : Tilt: Adds a command to any custom macro that moves the entered
shades device (using Device ID) up or down.

• Switch : Set State: Adds a command to any custom macro that turns the
entered lighting switch (using Device ID) on or off.

• Switch : Toggle: Adds a command to any custom macro that sends a toggle
command to the entered lighting switch (using Device ID). Since this module supports macro

integration for shades, lights, and
switches the [Core] must be
selected as the Available Device.
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• Light : Set State: Adds a command to any custom macro that sets the state of
the entered lighting device (using Device ID) On or Off.

• Light : Toggle: Adds a command to any custom macro that sends a toggle
command to the entered lighting device (using Device ID).

• Light : Set Dim Level: Adds a command to any custom macro that sets the dim
level of the entered lighting device (using Device ID).

Training Resources:
For additional information on using two-way modules and/or query commands, refer
to the following self-paced tutorial:

• Making the Most of Two-way Modules

https://urcportal.com/training/TrainingDetail/1316?tab=1&page=1
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Query Commands:
Allow the Total Control system to “ask a question”. Programmers can save the
result (value) of that question as a variable. This variable can then be polled and
used with conditional logic to create advanced macros.

Below are the Query Commands that are available for the TaHome Shades module:

• Get Shade : Position: Gets the current position of the entered (using
Device ID) shades device.

• Get Switch : State: Gets the current power status of the entered (using
Device ID) lighting switch.

• Get Light : State: Gets the current power state of the entered (using
Device ID) lighting device.

• Get Light : Dim Level: Gets the current dim percentage of the entered
(using Device ID) lighting device.

Since this module supports macro
integration for shades, lights, and
switches the [Core] must be
selected as the Available Device.
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Automation Capabilities (Device Events)
Device Events allow Total Control to trigger macros based on changes within the
subsystem of a supported two-way device.

Below are the available Device Events supported by this two-way module:

• On Shade Position: Triggers a custom macro when the entered shades device
(using Device ID) reaches, goes above, or goes below the entered percentage.

• On Switch State: Triggers a custom macro based on a state change (on / off /
toggled) of the entered switch (using Device ID).

• On Light State: Triggers a custom macro based on a state change (on / off /
toggled) of the entered lighting device (using Device ID).

• On Light Dim Level: Triggers a custom macro when the entered lighting device
(using Device ID) reaches, goes above, or goes below the entered percentage.

Since this module supports macro
integration for shades, lights, and
switches the [Core] must be
selected as the Available Device.
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Using the TaHoma Shades Module
This section of the document explains how to operate and navigate the TaHoma Shades
module for any user interface.

Launching the Module:

1. Navigate to the room/area (i.e. Master Bedroom) where the Shades
[Interface] module was placed (page 5).

2. Select the Shades [Interface] button (i.e. Bedroom Shades).

3. A list populates on the screen displaying all the shades that have been
installed on the system’s Beecon device.

Select a shades device.

1

2

3
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4. The Shades Control Page: This page displays only what the shade device
supports. Shades can support control, control with feedback, and/or tilt controls
(feedback is NOT available).

• Shade Control: The module displays buttons that provide one-way
control for up, down, and stop.

• Shade Control with Feedback: The module displays a slider that
represents the current position of the shades. This slider can be moved
left or right to raise or lower the shades.

• Tilt Controls: Displays on the same page as the shade control options,
these buttons only populate if the device supports tilt controls.

Device feedback is only available on
Zigbee devices.
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Limitation of Liability:

A. IN NO EVENT WILL URC BE LIABLE FOR ANY DAMAGES RELATING TO THE DEALER’S OR ANY OTHER PARTY’S FAILURE TO PERFORM ITS RESPONSIBILITIES.

B. THE LIABILITY OF URC, IF ANY, FOR DAMAGES FOR ANY CLAIMS OF ANY KIND WHATSOEVER AND REGARDLESS OF THE LEGAL THEORY WITH REGARD TO ANY
ORDER PLACED BY THE DEALER HEREUNDER, REGARDLESS OF THE DELIVERY OR NON-DELIVERY OF SUCH PRODUCTS, OR WITH RESPECT TO THE PRODUCTS
COVERED HEREBY, SHALL NOT BE GREATER THAN THE ACTUAL PURCHASE PRICE OF PRODUCTS WITH RESPECT TO WHICH SUCH CLAIM IS MADE. UNDER NO
CIRCUMSTANCES SHALL URC BE LIABLE TO THE DEALER FOR COMPENSATION, REIMBURSEMENT OR DAMAGE ON ACCOUNT OF THE LOSS OF PRESENT OR
PROSPECTIVE PROFITS, EXPENDITURES, INVESTMENTS OR COMMITMENTS, WHETHER IN THE ESTABLISHMENT, DEVELOPMENT OR MAINTENANCE OF BUSINESS
REPUTATION OR GOODWILL.

C. IN NO EVENT WILL URC BE LIABLE FOR (I) ANY INCIDENTAL, INDIRECT, SPECIAL OR CONSEQUENTIAL DAMAGES INCLUDING LOSS OF: USE, REVENUES, PROFITS, OR
SAVINGS, EVEN IF URC KNEW OR SHOULD HAVE KNOWN OF THE POSSIBILITY OF SUCH DAMAGES, OR (II) CLAIMS, DEMANDS OR ACTIONS AGAINST THE DEALER
BY ANY PERSON.

D. In no event shall URC be liable for any errors or omissions of the Dealer or any other third party.

E. In no event shall URC be liable to any counter party with the Dealer.

F. In no event shall URC be liable to the end-user of the Products.

G. In no event shall URC be liable for any events beyond its control.


