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FLUSH - 110v AC / 220v AC (Parts in the Box)

L- Bracket / Suspended Ceiling Bracket

Screen

Front Closure

/

Rear Closure

L - Brackets

*NOTE: Screws are provided to mount to wooden structural supports only. If other substrate is
present then installer must provide appropriate fasteners.
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(2) End flanges (4) 8-32 x 3/8" 4) Closure (2 pair) * Wood
flat head screws Bumpers Gloves Screws
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USB Programming Kit Terminal block Idler Retraction
receptacle Tool




FLUSH - 24v DC (Parts in the Box)

L-Bracket / Suspended Ceiling Bracket

Screen

Front Closure

/

Rear Closure

L - Brackets

*NOTE: Screws are provided to mount to wooden structural supports only. If other substrate is
present then installer must provide appropriate fasteners.
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(2) End flanges (4) 8-32 x 3/8" (4) Closure 24v DC Power * Wood
flat head screws Bumpers Supply Screws
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USB Programming Kit Terminal block (2 pair) Idler Retraction
receptacle Gloves Tool
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EXTERNAL - 110v AC / 220v AC (Parts in the Box)

Screen

Front Closure

Fascia

*NOTE: Screws are provided to mount to wooden structural supports only. If other substrate is
present then installer must provide appropriate fasteners.
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*Wood (2 pair) L Brackets Idler Retraction
Screws Gloves Tool
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Terminal block 9/64" Hex Key

USB Programming Kit
receptacle




EXTERNAL - 24v DC (Parts in the Box)

Screen

Front Closure

Fascia

* NOTE: Screws are provided to mount to wooden structural supports only. If other substrate is
present then installer must provide appropriate fasteners.

24v DC Power *\Wood Screws (2 pair) Gloves
Supply
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USB Programming Kit Terminal block 9/64" Hex Key Idler Retraction
receptacle Tool
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Screen Innovations

9715-B Burnet Rd, Suite 400 Austin, TX 78758
512.832.6939
WWW.screeninnovations.com



