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Fontus Keypad Specifications

•	 Control shade or screen 

•	 Buttons for sending screen or shade to 
upper limit. 

•	 Buttons for sending screen or shade to 
lower limit. 

•	 Buttons for stopping screen or shade. 

•	 Includes blank buttons 

•	 RJ45 connection 

•	 Includes RJ45 to Terminal Block Adapter 

•	 Single gange Decora

1 Keypad, 1 White Trim Kit, 2 Wall Screws,
3 Blank Buttons, 1 Up Button, 1 Stop Button
1 Down Button, 1 Duocoup. 1 RJ45 to Terminal 
Block Adapter  

Dry Contact

Features

FONTUS KEYPAD

Dimensions
4.063’’ L x 1.44’’ W x 1.5” D� 
(103mm x 36.5 mm x 38 mm)

Works with 
(Fontus keypad only work with Fontus codecs)

Input

Data & Power cable length

•	 Janus

•	 Nano Shades

•	 Zen Shades

•	 Veil drapes

•	 Solo / Pro 2 screens

•	 Motorized 5/3 screens 

7 - 24V DC 

60’

Operating Temperature Range
32F to 140F (OC to 60C)

Cable Pinout
Connection to Fontus
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Upper Limit Pin 1 (WHT/ ORG)
Stop Pin 2 (ORG)

Lower Limit Pin 3 (WHT/ GRN)

Lower Limit Pin 6 (GRN)

N/A Pin 4  (BLUE)

Upper Limit Pin 7 (WHT/ BRWN)
Gnd/ Common Pin 8 (BRWN)

N/A Pin 5  (WHT/ BLUE)

v 1.2   |    14 June 2021


