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SIDE AND SILL CHANNELS

•	 Side channels provide light blocking and 
privacy along the sides of a window by 
forming a channel for the fabric to travel 
within.  The Side Channel is usable on shades 
mounted between the window jambs, 
surface mounted, and can be used with 
pocketed shades providing there is structure 
for the channels to mount to.

•	 The Sill Channel works with our side 
channels and provides light blocking and 
privacy along the bottom of a window.  The 
Sill Channel mounts directly to the window 
sill and the 2” lip can be used to mitigate an 
uneven reveal when the window sill is out of 
level.

Accessory for Nano Box and Pocket 
shades

Side Channel Features

Sill Channel Features

Color
•	 Clear Anodized
•	 Cool White
•	 Warm White
•	 Dark Gray
•	 Dolphin
•	 Fossil
•	 Taupe

•	 Vapor 
•	 Warm White
•	 White
•	 Black
•	 Champagne
•	 Char Brown

Materials

Aluminium

Part Numbers 

Side Channel standard - #201258
For installation on wall when using Standard brackets

Side Channel low - #201257 
For installation on wall when using 275 Low-profile 
top and back brackets 

Sill Channels - #USC-149
Works with all 275, 375, and 475 single shades when 
installed in the constructed Nano shade pocket

For illustration purposes only

Side Channel standard profile

Sill Channel profile

Side Channel low profile
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