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For illustration purposes only

Situo Zigbee Remotes Specifications

•	 Professionally installed in the wall, this Zigbee 
3.0 Edge Router expands and allows robust 
�communication. Helps extend battery life of 
Zigbee 3.0 Shades. Enables Zigbee Remotes 
to control shades with our without Internet 
connection. 

•	 Includes one always on outlet and 1 Zigbee 
controlled outlet. 

•	 Can be controlled via TaHoma app or 3rd party 
control systems 

•	 Decora style insert can be ganged with other 
Decora style products

Smart Outlet, Screws (2), Installation Instructions.
(Trim plate not included).  

3V #2430 Lithium battery

Zigbee 3.0, 1 and 4 Channel Remote

Features

SITUO ZIGBEE REMOTES

Frequency

Relative Humidity

IP Protection class

Projector Rating

2.4 GHz

5-95%

IP30

IP 30

Dimensions
5.35’’L x 1.66’’W x .66”H� 
(136mm x 42mm x 17 mm)

Works with

Maximum Range

Operating Temperature

•	 Link Pro Z
•	 TaHoma
•	 Situo remotes
•	 Nano Shades
•	 Veil shades
•	 TaHoma App
•	 Smart Plug

Zigbee 75’

32°F – 140°F (0°C to 60°C)
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Connections & Indicators

SITUO ZIGBEE REMOTES

Up Button

“MY” button

Down button

LED indicators

Channel selector button

Programming Button

QR Code
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