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Solo / Pro 2 Mounting Brackets

Standard Orientation Reverse Orientation
0.25"(7mm) l

Features

The Solo / Pro 2 Ceiling / Wall Brackets are the
standard provided with Solo 2 screens

They can be easily mounted to wall studs or
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ceiling joists

Standard
Bracket

The Solo/ Pro 2 cassette easily hooks into the
brackets. Once hooked in the screen is then
easily locked into place by flipping the lever
arm on the brackets

Standard Orientation Reverse Orientation
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Color

Custom powder coat to match cassette

Standard
Bracket

Max. Load Per bracket Medium Bracket Dimensions
50 Ibs
Standard Orientation
| 0.25"(7mm)
Materials
Steel
—| ‘«7 0.5"(13mm)
—| o9 @3mm)
Screen Mount N @
Large Bracket Dimensions
No more than 8" from each end of the
cassette
Ceiling/ Wall Brackets Specifications
(6) WOOd screws iﬂClUded For illustration purposes only

into a stud or ceiling joist within

appropriate distance from the ends Dimensions
Small Medium Large

lever to lock the cassette in place W:2.8"(73mm) W :343"(87mm)  W:3.43"(87mm)
D :161"(41mm) D 2.01"(51mm) D :2.02"(51mm)

H:2.85"(72mm) H:3.78"(96mm) H: 4.88"(124mm)

Included with
Solo 2 and Solo Pro 2

Refer to your screen drawing for the specific brackets
included with your screen
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