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16 Ports 485 Hub
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Completely solid state, no moving parts
Unit remains at room temperature (does SUITE XVI Specifications

not produce heat)

For illustration purposes only

Selectable 485 DC BIAS

Dimensions
Includes bus segment status LEDs for: 85" Lx41" Dx169" H
-Power (216 mm x 105 mm x 43 mm)
- Communication 1RU/Half Rack compatible

- End of line notification

Device port pinouts Package Options - In the Box

on _ #302281
(485) connection . . .

1 Suite XVI unit, 2 Universal Rack Ears, 1 Rack Mount
o e ong) Fascia, 10 Universal Mounting screws, 2 Din Rail

N/A (WHT/GRN)

Power + (BLUE)

Power + (WHT/ BLUE) ——
N/A (GRN)

Ground - (WHT/ BRWN) ——

Screws, 1 Long Rack Ear, 1.5 mm Hex Tool, 2 Universal
Din Rail Brackets, 4 Rack Mount Screws, Quick Start

Ground - (BRWN) .
Guide
Element Function
°
1. Device Port 16 devices less than 200 ft. from the main bus Materlal (I ndoor use OnIY)
line (each port has 200 ft. wire length limitation)

2. 485 Bus Input Input for bus signals Sheet metal plenum rated
3. 485 Bus Output Output for bus signals
4. AUX 485 Bus Input Aucxillary / Power input

Compatible with 485 low-voltage &
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Jopplin enclosure kit

Zen 2 shades
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Common Mounting Options

1. Half rack 2. Full rack - single

4. Din rail mounting 5. Din rail mounting - 2 3. Structured wiring box
(TRO.Y & Suite XVI units ea.)

1. Using universal rack ears 2. Using universal din rail brackets
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