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JOULE Specifications

Package Options - In the Box
#800456 
1 Joule unit, 1 AC cable, 2 Rack Ears, 4 Rack Mount 
Screws,  Quick Start Guide

10/100/1000 PoE bt switch

Features

JOULE® 24.8

Material (Indoor use only)
Sheet metal plenum rated

Works with

PoE Port

PoE Power Budget

•	 TRO.Y / 2

•	 Bond Bridge Pro

•	 Nano Box / Roll

•	 Helen (Mesh Router)

•	 Link ProZ 

1-8 Up to 90W each
9-24 up to 30W each
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Dimensions
17.38’’ L x 8.34’’ W x 1.73” H 
(441 mm x 212 mm x 44 mm)

480W

•	 Complies with IEEE802.3af/at/bt Standard, 
port 1-8 support 90W max, PoE total Budget 
480W;

•	 PoE Scheduling and Load Shedding

•	 Built-in Front Panel Control Screen

•	 Built-in Web Server

•	 Can support up to 24 Nano 275 Shades

•	 Support RJ45 Auto-MDI/MDIX;

•	 Auto detect power device;

•	 Remote power and Data feeding up to 
100m;

•	 Flow Control for Full Duplex operation and 
back pressure for Half Duplex Operation;

•	 Support Energy-Efficient Ethernet (EEE) 
function (IEEE802.3az);

•	 Supports a complete lineup of L2 features, 
including 802.1Q tag VLAN, Port Mirroring, 
STP/RSTP/MSTP, Link Aggregation Control 
Protocol and 802.3x Flow Control function;

•	 Web, CLI (Console Port, Telnet, SSH), SNMP 
and RMON bring abundant management 
policies;

•	 Support PD Alive function (the switch port is 
disconnected will automatically connected). 
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