
shadesales@screeninnovations.com    |    screeninnovations.com             

For illustration purposes only

KRATOS Specifications

Package Options - In the Box
#201591  
1 Kratos unit, 1 250W Power Supply, 1 AC cable, 
2 Universal Rack Ears, 1 Rack Mount Fascia, 10 
Universal Mounting screws, 2 Din Rail Screws, 1 
Long Rack Ear, 1.5 mm Hex Tool, 2 Universal Din Rail 
Brackets, 4 Terminal Blocks, 4 Rack Mount Screws,  
Quick Start Guide

8 Motor Power Hub for 
Low-Voltage Motors only

Features

KRATOS

Material (Indoor use only)
Sheet metal plenum rated

Compatible with Zigbee & RTS 
low-voltage motors

Power Input

Power Consumption

•	 Nano LV Shades
•	 Solo Pro 2 LV Screen
•	 Duocoup
•	 LinkPro Z
•	 TaHoma

•	  Jopplin enclosure kit 

24v DC (main distribution unit)
100-240v AC (250 Power supply)
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Dimensions
8.5’’ L x 4.1’’ D x 1.69” H 
(216mm x 105 mm x 43 mm)
1RU/Half Rack compatible  
250 Power supply 
L 7.8”x W 3.54” x H 1.77” 
(200mm x 90mm x 45mm)

100v - 240v ~ 2.8A - 1.4A (50-60Hz)

•	 Power for up to eight Zigbee/RTS LV  
shades/screens 

•	 Four (4) - position Terminal blocks 

•	 Ports protected against mis-wiring 

•	 Versatile mounting options 

•	 Completely solid state, no moving parts 

•	 Unit remains at room temperature (does 
not produce heat) 
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Wire types and length

Scan the OR code below /reference the Wire 

Topologies sheet (https://si-website-files.

s3.amazonaws.com/Downloads/Info+Sheets/

wire-topologies.pdf) on our website for 

supported wire and pinouts.



shadesales@screeninnovations.com    |    screeninnovations.com             

Common Mounting Options

Alternative Mounting Options
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KRATOS

1. Half rack

4. Din rail mounting�    

1. Using universal rack ears

2. Full rack - single

5. Din rail mounting� - 2

2. Using universal din rail brackets

3. Full rack ��(TRO.Y & Janus units ea.)

3. Structured wiring box 
�(TRO.Y & Janus units ea.)
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